y GLOBAL

TOOLS MACHINES

AMADA STYLE

1Y OR ‘B’ STATION
(upto 1 ¥4” or 31.75mm dia)

Shapes
[1] Punch & Guide Assembly ............cc....e. AA300-XXX
Punch Only ..., AA301-XXX
GUIdE ONIY ..o AW302-XXX
[BI DI€ it AA306-XXX
Rounds
Punch & Guide Assembly ..........cccccceevinnne. AA400-000
[21 Punch Only......cccvvveveeeiiie e, AA401-000
GUIdE ONIY ... AW402-000
DI et AA406-000

Assembly Parts

Super Locking Head........ccccccoovvvviiiieneeeinns AA414-000
StripPINg SPriNg.....ccooccvvvieeieee e AA403-000

0 to 3mm Punch Shim Collar ...............c........ AA415-NEW

1 to 2mm Punch Shim Collar ............... AA415-1&2MM
O'Ring for Collars........cccoceveeeiiiiciiiiieee e AA415-001

Die Shims ea.................... AA406-SHIM(0.5,1.0 & 1.5mm)

Air Blow Punches & Guides

[4] Shaped Punch ......ccccccoeeviiiiiieiee e,
Round Punch .......ccocoveeiiiiei e
[5] Shaped Guide..........cceeeeiiiiiiiiiieeee
Round Guide..........coooeeeiiiiiiieicccceec,

AA371-XXX
AA471-000
AW372-XXX
AW472-000
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