
PUSH BUTTON ADJUSTABLE 
*Features Through-The-Tool Lubrication*

(NO SHIMS REQUIRED) 
Up to 10mm adjustment 

Complete Guide Assembly..................... AA560-000 
Guide Body............................................ AA560-001 
Adjustable Punch Driver Spigot.............. AA560-002 
Spring Housing Spigot ........................... AA560-003 
Spring Retaining Ring ............................ AA560-004 
Spring Retaining Head........................... AA560-005 
Disc Spring (ea)(45mm I.D.) .................. AA554-001 
Punch Locating Key ............................... AA950-001 
Punch Holding Stud ............................... AA952-001 
Octagonal Indexing Button..................... AA952-002 
Stripper Holding Clips (ea) ..................... AA960-000 
Stripper Holding Clip Screws (ea) .......... AA961-000 
T’ Handle ............................................... AA962-000 

STANDARD  ASSEMBLY  
(Original Amada Style) 

 (HEAVY PUNCHING) 
(SHIMS REQUIRED) 

Complete Guide Assembly..................... AA550-000 
Head...................................................... AA551-000 
Spigot .................................................... AA552-000 
Guide Body............................................ AA553-000 
Disc Spring (ea)(40mm I.D.) .................. AA554-000 
Punch Locating Key ............................... AA950-001 
Punch Holding Stud ............................... AA952-000 
Stripper Holding Clips (ea) ..................... AA960-000 
Stripper Holding Clip Screws (ea) .......... AA961-000 
T’ Handle ............................................... AA962-000 

Punch Adjusting Shims ....................... AA501-SHIM 
(1, 2, & 3mm) 

‘C’ STATION  
GUIDE ASSEMBLIES

Oil Reservoir 

AMADA STYLE
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