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Coil Thickness (mm) 0.5 ~ 1.6 0.5~3.0 0.5 ~ 1.6 0.5~3.0 0.5 ~ 1.6 0.5~3.0

Coil Width (mm) 150 200 300

Coil Weight (kg) 400 600 800

O.D. of coil (mm) 1000 

Feed rollers 3 x 60mm 

Pinch rollers - upper 2 x 60mm 1 x 70mm 2 x 60mm 1 x 70mm 2 x 60mm 1 x 70mm

Pinch rollers - lower 2 x 80mm 1 x 98mm 2 x 80mm 1 x 98mm 2 x 80mm 1 x 98mm

Straightening rollers 7 x 50mm 7 x 60mm 7 x 50mm 7 x 60mm 7 x 50mm 7 x 60mm

Motor (Kw) 0.37 0.75 1.50 

Dimensions (LxWxH) (mm) 1650x600x1350 1650x700x1350  1650x800x1350 

ABN: 81 113 707 092

The CL eries  a  Uncoiler and Straightener
for processing . To minimise 
floor space  the coil sits in a cradle close to the straightener 
head and is positively  by two plates.

Features:
» Rigid straightener head. 
» Cluster gear drive train for straightening rollers. 
» Precision screw adjustment of upper straightening rollers. 
» Upper straightener roll height scales and indicators. 
» Sealed bearings used throughout. 
» Hard chrome finish on all rollers. 
» Screw adjustment for coil guides. 
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Isolation of Safety Critical Functions 
on our Machines and Equipment are 
Engineered in Accordance with the 

Relevant Standards

HAZARD ANALYSIS + SAFETY FUNCTION + RISK 
ASSESSMENT = SAFETY INTEGRITY. 

THINK SAFE, WORK SAFE - BE SAFE

YOU CAN DEPEND ON OUR RISK BASED 
APPROACH TO ACHIEVE HIGHER LEVELS OF 

SAFETY. 


