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Series Head Body Length Part No. Series 0.D. Thickness | Part No.
#1 24.0 20.0 39.5 SWG1P-xxx #1 35.0 17.0 SWG1D-xxx
#2 30.0 26.0 39.5 SWG2P -xxx #1A 38.0 22.0 SWG1AD-xxx
#5-15 19.2 15.0 50.0 SWG5-15P -xxx #2 43.0 17.0 SWG2D-xxx
#5-27 30.5 27.0 50.0 SWG5-27P -xxx #5 50.8 25.5 SWG5D-xxx
#6 31.5 28.0 58.0 SWG6P -xxx #6 46.0 28.5 SWG6D-xxx
#8-19 24.0 19.0 62.5 SWGB8-19P -xxx #8 60.0 32.0 SWG8D-xxx
#8-31 35.0 31.0 62.5 SWGB8-31P-xxx #10 73.0 32.0 SWG10D-xxx
#8-40 43.5 40.0 62.5 SWGB8-40P -xxx #11 78.0 28.5 SWG11D-xxx
#10-26 29.5 26.0 71.5 SWG10-26P-xxx #12 100.0 28.5 SWG12D-xxx
#10-40 43.5 40.0 71.5 SWG10-40P-xxx #13 125.0 28.5 SWG13D-xxx
#11 54.0 50.0 57.0 SWG11P-xxx
#11A 54.0 50.0 71.5 SWG11AP-xxX
#12 79.0 75.0 57 SWG12P-xxx
#12A 79.0 75.0 71.5 SWG12AP-xxx
#13 104.0 100.0 57.0 SWG13P-xxx
#13A 104.0 100.0 71.5 SWG13AP-xxx
Recommended die clearance for plate: Ordering Example;
Material Thickness Clearance Obround Punch - 2 x SWG2P-100 P=10 W=5
Up to 9mm 0.8mm Obround Die - 2 x SWG2D-100 P=10.8 W=5.8
Over 9mm 1.8mm

All specifications, dimensions and design characteristics shown are subject to change without notice.
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