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1/2° - 1° Included Tapered Relief

GBNR

NAAMS Standards when
CNC machining.

Round

Ordering Example:
(12) GBNR 25-3-30 A2 P13.7 K61

Ordering Example:
(9) GBNO 38-8-32 A2 P26.4 W17.1 K61

A2, R/c 60-63 double tempered

G=

<1/(P-1.0) T (W-1.0) Z>+1.o

. . Overall Length “L Point Range
Type D Land "B upr
13 16 | 20 22 | 25 28 | 30 32 | 35 40
GB NR 10 3 4 5 13 16 20 22 25 28 30 32 35 1.6 - 6.8
GBNR 13 3 5 8 13 16 20 22 25 28 30 32 35 30 - 88
GB NR 16 3 5 8 20 22 25 28 30 32 35 74 - 108
GBNR 20 3 5 10 20 22 25 28 30 32 35 95 - 13.6
GB NR 22 3 6 10 20 22 25 28 30 32 35 105 - 15.0
GBNR 25 3 6 10 20 22 25 28 30 32 35 120 - 17.0
GB NR 32 3 6 12 20 22 25 28 30 32 35 16.0 - 22.0
GBNR 38 3 8 12 20 22 25 28 30 32 35 180 - 27.0
GB NR 40 3 8 12 20 22 25 28 30 32 35 180 - 27.0
GBNR 45 3 8 12 22 25 28 30 32 35 40 180 - 35.0
GB NR 50 3 8 12 22 25 28 30 32 35 40 18.0 - 40.0
GB NR 56 3 8 12 22 25 28 30 32 35 40 18.0 - 45.0
GB NR 63 3 8 12 22 25 28 30 32 35 40 18.0 - 50.0
GB NR 71 3 8 12 22 25 28 30 32 35 40 18.0 - 56.0
GB NR 76 3 8 12 25 28 30 32 35 40 250 - 60.0
GBNR 85 3 8 12 25 28 30 32 35 40 250 - 66.0
GB NR 90 3 8 12 25 28 30 32 35 40 320 - 700
GB NR 100 3 8 12 25 28 30 32 35 40 320 - 780
GBNS GBNH Key-Flats in
. . Die Position
Square/Rectangular High production See Key Locking
Devices
90°
F |«
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270°
R 0.50 ** K61
NAAMS Std.

K61 @ 6.0 Pin Slot

uyn

. . Overall Length “L Min. Max.

Type D La nd B IIW" IIPII/IIGII
13| 16 | 20 | 22 | 25 | 28 | 30 | 32 | 35 | 40

GB N_ 10 3 4 5 13 16 20 | 22 25 28 30 32 35 1.3 6.8
GBN_ 13 3 5 8 13 16 20 | 22 25 28 30 32 35 1.9 8.8
GBN_ 16 3 5 8 20 | 22 25 28 30 32 35 1.9 10.8
GBN_ 20 3 5 10 20 | 22 | 25 28 30 32 35 1.9 136
GBN_ 22 3 6 10 20 | 22 25 28 30 32 35 1.9 15.0
GB N_ 25 3 6 10 20 | 22 25 28 30 32 35 1.9 17.0
GBN_ 32 3 6 12 20 | 22 25 28 30 32 35 1.9 22,0
GB N_ 38 3 8 12 20 | 22 25 28 30 32 35 1.9 27.0
GBN_ 40 3 8 12 20 | 22 25 28 30 32 35 1.9 27.0
GBN_ 45 3 8 12 22 25 28 30 32 35 40 24 35.0
GB N_ 50 3 8 12 22 25 28 30 32 35 40 4.0 40.0
GB N_ 56 3 8 12 22 25 28 30 32 35 40 4.0 45.0
GB N_ 63 3 8 12 22 25 28 30 32 35 40 4.0 50.0
GBN_ 71 3 8 12 22 25 28 30 32 35 40 4.0 56.0
GB N_ 76 3 8 12 25 28 30 32 35 40 5.6 60.0
GBN_ 85 3 8 12 25 28 30 32 35 40 5.6 66.0
GB N_ 90 3 8 12 25 28 30 32 35 40 5.6 70.0
GBN 100 3 8 12 25 28 30 32 35 40 56 78.0

Made better to last longer

All specifications, dimensions and design characteristics shown are subject to change without notice
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