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Ordering Example:
(15) GBSR 13-28 A2 P4.5
GBS Ordering Example:
— y (12) GBSO 16-20 A2 P6.9 W4.3 K2
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A2, R/c 60-63 double tempered
Overall Length “L” Head
Type o L’?Br)’d Point Range Max. Dia.
20 22 25 28 30 32 35 “P” "R" “H”
GBSR 10 4 20 22 25 28 30 32 35 1.5 - 5.0 5.8 13
GBSR 13 5 20 22 25 28 30 32 35 30 - 72 8.0 16
GBSR 16 5 20 22 25 28 30 32 35 50 - 838 9.5 19
GBSR 20 5 20 22 25 28 30 32 35 7.0 - 11.0 1.9 24
GBSR 22 6 20 22 25 28 30 32 35 9.0 - 138 147 26
GBSR 25 6 20 22 25 28 30 32 35 11.0 - 165 17.4 29
GBSR 32 6 20 22 25 28 30 32 35 13.0 - 198 206 36
GBSR 38 8 20 22 25 28 30 32 35 16.0 - 26.0 27.0 42

Key-Flats in
GBSH Die Position

High production See Key Locking Devices
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Land Overall Length “L" Min. Max. Max He_ad

Type "D" ”B” ||W|| llPlI/IlGll an ’ Dla‘

20 | 2 | 25 |28 |30 |32 |35 “H
GBS _ 10 4 20 22 25 28 30 32 35 1.2 5.0 5.8 13
GBS _ 13 5 20 22 25 28 30 32 35 20 7.2 8.0 16
GBS _ 16 5 20 22 25 28 30 32 35 24 8.8 9.5 19
GBS _ 20 5 20 22 25 28 30 32 35 3.2 11.0 11.9 24
GBS _ 22 6 20 22 25 28 30 32 35 4.0 13.8 14.7 26
GBS _ 25 6 20 22 25 28 30 32 35 4.8 16.5 17.4 29
GBS _ 32 6 20 22 25 28 30 32 35 5.5 19.8 20.6 36
GBS 38 8 20 22 25 28 30 32 35 6.4 26.0 27.0 42

All specifications, dimensions and design characteristics shown are subject to change without notice
Made better to last longer Quality Craftsmanship Assured
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