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Ordering Example:
(12) GPSR 6-13-63 M2 P4.2

Ordering Example:
(10) GPSS 16-19-80 M2 P12.2 W8.5 K4

A2, R/c 60-63 double tempered
M2, R/c 60-63 triple tempered

Heads drawn to Rc 40-55

‘ Round PtoD ‘

‘ Shape P &W to D ‘

Key-flats in Die Position
See Key Locking Devices

GPSS

Square/rect.

GPSH

High production

GPSC

Classified shapes

Available

Point Length “SBR” Overall Length “L" Round Shape Head
Type "D e | ow | D
8 |10 | 13 |19 | 25 | 32 ) 50 |5 [ 63 |71 |80 |90 [ 100 min. min. “Hr
GPS_ 4 8 10 50 56 | 63 0.8 0.8 7
GPS_ 5 8 10 13 50 56 | 63 71 13 13 8
GPS_ 6 8 10 13 50 56 | 63 71 80 1.4 1.4 9
GPS_ 8 8 10 13 50 56 | 63 | 71 | 80 15 15 M
GPS_ 10 10 13 | 19 50 56 | 63 71 | 80 | 90 | 100 1.9 1.9 13
GPS_ 13 10 13 | 19 50 56 | 63 71 | 80 | 90 | 100 3.1 3.1 16
GPS_ 16 13 | 19 25 50 56 | 63 | 71 | 80 | 90 | 100 5.7 5.7 19
GPS_ 20 13 | 19 25 56 | 63 71 | 80 | 90 | 100 5.7 5.7 24
GPS_ 25 13 | 19 25 56 | 63 | 71 | 80 | 90 | 100 5.7 5.7 29
GPS_ 32 19 25 | 32 71 | 80 | 90 | 100 9.9 9.9 36
GPS_ 40 19 25 32 80 | 90 | 100 12.0 12.0 45
GPS_ 45 25 | 32 80 | 90 | 100 14.0 14.0 50
GPS_ 50 25 | 32 80 | 90 | 100 16.0 16.0 55
GPS_ 56 25 | 32 80 | 90 | 100 18.0 18.0 61
GPS_ 63 25 | 32 80 | 90 | 100 20.0 20.0 68
All specifications, dimensions and design characteristics shown are subject to change without notice
Made better to last longer Quality Craftsmanship Assured
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