
‘D’ Station 
PUSH BUTTON ADJUSTABLE 
*Features Through-The-Tool Lubrication*
NO SHIMS REQUIRED Up to 10mm Adjustment

PARTING 
(Stock Size 5 x 80mm Rectangle) 

( Other Sizes & Shapes may incur a surcharge ) 

[1] Guide Assembly .........................AA860-SLIT 
(does not include punch & stripper plate) 

GUIDE COMPONENTS 
Guide Body ............................................ AA860-001S 
Adjustable Punch Driver Spigot.............. AA860-002 
Spring Housing Spigot ........................... AA860-003 
Spring Retaining Ring ............................ AA860-004 
Spring Retaining Head........................... AA860-005 
Disc Spring (ea) ..................................... AA1052-000 
Punch Locating Key ............................... AA950-000 
Punch Holding Stud ............................... AA952-001 
Octagonal Indexing Button..................... AA952-002 
T’ Handle ............................................... AA962-000 

TOOLING 
[2] Holder for Insert ................................ AA861-000 
[3] Punch Insert (Rectangle)................... AA862-300 
[4] Stripper (Rectangle) .......................... AA865-300 
Punch Insert (Micro Joint) ...................... AA862-605 
Stripper (Micro Joint).............................. AA865-605 
[5] Die (Rectangle) ................................. AA703CC-300 
Die (Micro Joint)..................................... AA703CC-605 

HIGH PERFORMANCE, ECONOMICAL , 
CLOSE-TO-CLAMP, PARTING TOOLS 

Features Through The 
Tool Lubrication 
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