
ADJUSTABLE SPIGOT STYLE 
for punching up to 2mm m/s  - 1.6mm s/s 

Guide (Hardened) ........................................ S49292H-XXX 
Die..................................................................S49401-XXX 

Rounds 
Short Series: 
Complete Assembly.......................................S49705-000 
Punch Only (61.3mm)....................................S48530-000 
Guide Only (Hardened)................................ S48528H-000 
Die..................................................................S48532-000 
 
Long Series: 
Complete Assembly.......................................S49297-000 
Punch Only (79mm).......................................S48538-000 
Guide Only (Hardened)................................ S49290H-000 
Die..................................................................S48532-000 

Assembly Parts 
Short Series: 
Punch Head ................................................. S200267-000 
Punch Driver ..................................................S48536-000 
Stripping Spring .............................................S48466-000
Punch Collar ................................................ S200259-000 
Punch Locating Spring Clip ...........................S11600-000 
 
Long Series: 
Punch Head ...................................................S49671-000 
Punch Driver ..................................................S48537-000 
Stripping Spring .............................................S48466-000 
Punch Collar ..................................................S49672-000 
Punch Locating Spring Clip ...........................S11600-000 

Stripping Units Complete 

Short Series ...................................................S49280-000 
Long Series....................................................S49281-000 

1 ¼” TOOLING 

79mm 

61.3mm 

 

E. A. RANGE 
(Easy Adjustment)

Designed to allow for Easy Quick Adjustment  
(in seconds) 

of Standard 1 ¼” Punches 

Shapes 
 

[1] Complete Assembly 
(includes punch & guide) ......................... EA49200-XXX 
[2] Spring Pack 
(complete)............................................ EA48400-000 
Punch .................................................S48534-XXX 
Guide ..................................................S49292-XXX 

 

 
 
 

Rounds 

[1] Complete Assembly 
(includes punch & guide) ......................... EA49200-000 
[2] Spring Pack 
(complete)............................................ EA48400-000 
Punch .................................................S48534-000 
Guide ..................................................S49292-000 

Standard 1 ¼” Dies are used with this style of tooling 

1 ¼” TOOLING 
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THIN TURRET
 A  mada /  LVD  
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