
STRIPPING GUIDE ASSEMBLY 
(Shims Required) 

Complete Assembly..................... SA200466-000 
Guide Body.................................. SA200466-001 
Punch Retaining Stud.................. SA200466-002 
Punch Alignment Key ......................... AA950-000 
Disc Spring (127 x 51 x 6) ........... SA200466-004 
Punch Driver Spigot..................... SA200466-005 
Spring Retaining Head ................ SA200466-008 
Stripper Holding Clips......................... AA960-000 
Stripper Clip Retaining Screws...........AA961-000 

PUSH BUTTON ADJUSTABLE GUIDE 
ASSEMBLY 

(No Shims Required) 

Complete Assembly..................... SA300466-000 
Guide Body.................................. SA300466-001 
Spring Retaining Ring.................. SA300466-002 
Disc Spring (127 x 64 x 6) ........... SA300738-003 
Punch Driver Spigot..................... SA300466-005 
Octagonal Indexing Button .......... SA300466-006 
Spring Retaining Head ................ SA300466-008 
Spring Housing Spigot................. SA300466-009 
Punch Alignment Key ......................... AA950-000 
Stripper Holding Clips......................... AA960-000 
Stripper Clip Retaining Screws...........AA961-000 

3 ½”  STATION 
GUIDE ASSEMBLIES 

Style 2 
THIN TURRET
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