
WILSON Series 90 STYLE

OPEN GUIDE & STRIPPING UNIT 
HARDENED AND PRECISION GROUND 

Suitable for all 1 ¼” Stations 

[1] Stripping Unit ............................................AA380-000 

[2] Open Guide ..............................................AA382-001 
(keyed at 0, 45, 90, 135 deg.) 

[2] Open Guide ..............................................AA382-002 
(keyed at 0, 90, 180, 270 deg.) 

Acc essories 

Stripping Spring .............................................AA403-000 
Punch Head ...................................................AW414-000 
Collar .............................................................AW405-NEW 
Spigot.............................................................AA407-000 
Wire Circlip ....................................................AA393-000 
Wind-inCirclip.................................................AA393-001 
Plunger ..........................................................AA393-002 

ADJUSTABLE PUNCH, D IE & GUIDE SETS 

Shapes 

[3] Punch, Die & Stripper Set.........................AA390-XXX 
[4] Punch, Die & Guide Set............................AA396-XXX 
Punch.............................................................AA381-XXX 
Guide .............................................................AW302-XXX 
Stripper (to suit open guide) ..........................AA385-XXX 
Die..................................................................AA306-XXX 

Rounds 

[3] Punch, Die & Stripper Set.........................AA490-000 
[4] Punch, Die & Guide Set............................AA496-000 
Spigot Punch .................................................AA481-000 
Guide .............................................................AW402-000 
Stripper (to suit open guide) ..........................AA385-000 
Die..................................................................AA406-000 

Die Shims ea. ......................AA406-SHIM(0.5,1.0 & 1.5mm) 

1¼” OR ‘B’ STATION  
(up to 1 ¼” or 31.75mm dia) 
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Features Through The 
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