
PUSH BUTTON ADJUSTABLE 
GUIDE ASSEMBLY

(NO SHIMS REQUIRED) 
10mm Adjustment 

(For Use With Spigot Punches) 
(Will Accept Wilson Series 90 Tooling) 

Features Through The 
Tool Lubrication 

‘C’ Station 
(up to 2” or 50.8mm dia) 

Complete Guide Assembly ............................AA510-000 
Adjustable Punch Driver Spigot .....................AA511-000 
Spigot Location Key.......................................AA512-000 
Punch Holding Stud .......................................AA513-000 
Stripper Holding Clips (ea).............................AA960-000 
Stripper Holding Clip Screws (ea)..................AA961-000 
T’ Handle........................................................AA962-000 

‘D’ S tation 
(up to 3 ½” or 88.9mm dia)  

Complete Guide Assembly ............................AA710-000 
Adjustable Punch Driver Spigot .....................AA711-000 
Spigot Location Key.......................................AA712-000 
Punch Holding Stud .......................................AA713-000 
Stripper Holding Clips (ea).............................AA960-000 
Stripper Holding Clip Screws (ea)..................AA961-000 
T’ Handle........................................................AA962-000 

‘E’ Station 
(up to 4 ½” or 114.3mm dia) 

Complete Guide Assembly ............................AA910-000 
Adjustable Punch Driver Spigot .....................AA911-000 
Spigot Location Key.......................................AA912-000 
Punch Holding Stud .......................................AA913-000 
Stripper Holding Clips (ea).............................AA960-000 
Stripper Holding Clip Screws (ea)..................AA961-000 
T’ Handle........................................................AA962-000 
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